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•  GVG Kalypso HD Production Switcher
•  3.0 M/E, 32 Inputs, 24 Outputs
• 6 Transform Engines
•  Internal Still Store w/ Animation
• Double Take, Chroma key and Key Effects
• Lance TD 100 DDR Controller 

• Wired for (6) Camera Control Units
• (5) GVG LDK 8000 HD Cameras 1080i/720p
• (5) GVG LDK Base Stations
• (1) GVG LDK Super Expanders w/ Color LED VF's
•  (1) Fujinon 72 x 9.3 HD Lens
•  (2) Fujinon 22 x 7.8 HD ENG Lenses
•  (2) Fujinon 12 x 4.5 Wide Angle Lenses

• 4,500' Total Triax Cable 
•  (4) 500' Triax Cable 
• (8) 250' Triax Cables
• (4) 100' Triax Cables
• (2) 50' Triax Cables
• (1) 100' 6-Pair Triax Mult 
•  (1) 125' 10-Pair Coax Loom
• (1) 75' 10-Pair Coax Loom
• (2) 750' TAC-6 ST Fiber Cable 
• 500' Single Coax Cable
• (4) 350' DT-12 Audio Mults
• (3) 250' DT-12 Audio Mults
• (1) 150' DT-12 Audio Mult
• 75-' Single XLR Cable 

•  38' HD Expando Unit
• 26' L x 11.5' W x 13'6" H (Expanded)
• Working Area: 43 L x 15' W x 13'6" H 
• 2005 Peterbuilt Chassis
•  46,000lb GVW

• 200 Amp / Single Phase  / 190-208V
•  150' of Feeder Cable

• GVG Concerto HD/SDI Video Router 
 - 32 x 32 HD Video
 - 32 x 32 SDI Video

• GVG Concerto Audio Router 
 - 64 x 64 Mono Analog Audio
 - 64 x 64 AES Audio

• (8) Terenax 2D HD Up/Down Cross Converters
• (2) Evertz HD Frame Syncs
• (1) Evertz Cross Converter 
• (1) Leader 5700A HD/SDI Scope 

• Wired for (1) EVS Video Server 
• (6) AJA KiPro Digital Video Recorder Rack Units
• Additional VTRs Available Upon Request

• Yamaha DM2000 Digital Sound Console
 - 24 Faders
 - 48 Mono Mic/Line Inputs
 - 4 Stereo Mic/Line Inputs
 - 16 x 8 Analog I/O Stage Box
 - 8 Omni Outputs

• AVID S3 Audio Console 
 - 64 Channels of Pro Tools Record
 - Redundant CAT-5e Connection

•  Ashley MX508 Submixer
• (5) DBX 166AXL Stereo Comp/Limiters
• (6) Raine 2-Channel Audio Delays
•  Genelec Monitoring 
• Wohler Speaker-Amps throughout Mobile Unit

• Chyron Duet Hyper X3 Graphic System
(Available Upon Request) 

•  (2) AT8035 Shotgun Microphones
•  (2) AT815b Shotgun Microphones 
•  (3) Sennheiser MD 46 Handheld Mics
• (3) Sony ECM-77B Lavalier Microphones 
• (1) Sony ECM-44B Lavalier Microphones 

•  Miranda HD MultiViewer 
- 32 x 32 Inputs  /  8 Outputs

• (6) 39" Panasonic LCD Monitors (Production)
•  (5) 20" Marshall LCD Monitors (Production)
•  (2) 24" LCD Monitors (P2 / Production)
•  (22) 6" Marshall LCD Monitors (Tape)
•  (1) 22" Samsung Color LCD HD Throwdown Monitor
•  (1) 20" Marshall Color LCD HD Throwdown Monitor

• RTS ADAM CS 64 x 64 Matrix Intercom System
• (6) Powered 2-Wire Channels
• (6)  Poweredc IFB Channels
• RTS KP-32 & KP-12 Programmable Intercom Stations
• (10) RTS KP-12 Programmable Master Stations
• (10) Telex P88 Lightweight Headsets for KP Stations
• (10) RTS BP325 Dual Belt Packs
• (10) IFB Boxes
• (2) SPK-300 Listen Biscuit Boxes
• (4) Beyer DT-108 Single Muff  Headsets
• (4) Beyer DT-109 Double-Muff Headsets
•  (2) David Clark H8590 Single-Muff Headsets
•  (2) David Clark H8535 Double-Muff Headsets
• (2) TIF-2000 Telephone Interfaces
• (2) Gentner Phone Interfaces
• (6) 16-Channel Motorola CP200 Portable Radios

• (1) Vinten Vector 70 Pan/Tilt Head
•  (5) Vinten Heavy Duty Tripods
•  (2) Vinten Vision 100 Tripods
•  (1) Cartoni Delta ENG Tripod
•  (2) ENG Pan/Tilt Heads w/ ENG Tripods
•  (3) Studio Buildup w/ 7" Color LCD Viewfinders

• (3) Sets AJA Fido TX/RX HD/SDI - Fiber to
Converters 

• (2) Sets of Media Converters
• (1) AJA Ha5 (HDMI to HD/SDI) Converter 
• (1) AJA Hi5 (HD/SDI to HDMI) Converter 
• (1) AJA HD10DA Distribution Amplifier
•  (1) Teradek Bond II Backup Transmission 

Encoder w/ 5 LTE Modems from 3 Carriers



HD-1 Mobile Unit Layout   Last Update:  08-22-2015 
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PLEASE CONTACT US FOR SPECIFIC PARKING NEEDS 

•  38' HD Expando Unit
• 38' L x 12.5' W x 13'6" H (Expanded)
• Working Area 43' L x 15' W x 13'6" H 
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